
PRINTING
FACTS

ROSENØRNS ALLÉ 17B – 
FRE0002LD

FALKONER ALLÉ 21 – 
FRE0003LD

FALKONER ALLÉ 26 – 
FRE0004LD

BRAND 
ACTIVATION

PARTLY FOILED
BUS SHELTER

+ DIGITAL SCREEN

FREDERIKSBERG
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2246 mm

OBS:
Elements like logo and text must 
be min. 50mm width from the 
bench.
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ILLUSTRATIONS
FOR THE GRAPHIC DESIGNER

INSIDE MEASUREMENTS
Inside_foil: B 3835,1 x H 2246 mm
Inside_cassion: B 1335,5 x H 1887,5 mm

OUTSIDE MEASUREMENTS
Outside_foil: B 3835,1 x H 2246 mm
Outside_cassion: B 1335,5 x H 1887,5 mm

LAYOUT
All documents must be delivered as print ready PDF files and 
must include crop marks and 5 mm bleed.
All images, Pantone and RGB colors must be converted to 
CMYK.
Foil cut outs (see next page) must have a cut-contour in 
SPOT-color on a seperate layer.
Foil cut outs should be able to be mirrored for the backside of 
the glass.

RESOLUTION
Layout should be made in a scale of 1:1  
with a minimum resolution of 100 PPI.

DIGITAL FILE
Slow moving content and stills are allowed: 16:9 
( 1080 x 1920 px )

FOIL
Be aware of the foil being white.
Elements such as logo and text must be placed minimum 
50mm from bench.

NAMING OF FILES
The files must be named as:
year_week_order number_side number_media (see front 
page/confermation order)_advertiser.
F.eks.: 2026_22_50000_Outside_foil_FRE0002LD_advertiser

MOCK-UP FOR MOUNTING
To ensure accurate mounting instructions for mounting, 
mock-ups from all angles must be forwarded to:  
salgssupport@afadecaux.dk

FOIL ON GLASS (INSIDE AND OUTSIDE MEASUREMENTS)

FOIL ON CASSION (INSIDE AND OUTSIDE MEASUREMENTS)

1335,5 mm

1887,5 mm

mailto:salgssupport%40afadecaux.dk?subject=


DEFINITION
A ‘slow moving’ creative is characterized by action occur-
ring at a slow and measured pace, often with long camera 
movements, minimal cutting
It is not related to the technical rendering speed (as in slow motion), but 
rather to the style and mood of the video.

Typical features of a slow moving video:
1. Long takes without frequent cuts.
2. Focus on detail: Images dwell on small details such as 
facial expressions, landscapes or products.
3. Low intensity: The action progresses at a calm pace 
without major fluctuations.

RESTRICTIONS
(Only for Rail/DSB)

Layout must not contain traffical signs or pictograms which 
can be confused with traffic marks. No sudden motions, 
flashes, or layout which represents danger.

Should DSB decide that the above requirements are not 
met, a new version of the material will be required before 
further proposal can be delivered. AFA Decaux nor DSB 
can not be held responsible for additional costs.

DELIVERY
Finished material is uploaded no later than 5 working days 
before the start of the campaign.

The files are to be named as follows:  
“Order no._Advertiser_start date-end dato”
E.g. ”50000_CocaCola_100825-170825”

The files are to be sent to digital@afadecaux.dk.

If you have any queries, please contact  
salgssupport@afadecaux.dk1080 PX
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SLOW 
MOVING
DYNAMIC CONTENT 
FORMAT:	 MP4, WMV
SIZE:	 1080 px x 1920 px,
Full screen, no black border
FILE SIZE:	 Max. 30 MB
ROTATION:	 Portrait
ENCODING:	 H264
FRAME RATE:	 25 FPS
BITRATE:	 10-20 MBPS
NO AUDIO (SOUND)
SPOT LENGTH: 	 10 seconds

SEE EXAMPLE HERE

mailto:salgssupport%40afadecaux.dk?subject=
https://vimeo.com/1048578409/3fcea9781e


EXAMPLES OF 
FOIL USAGE *The last two glass panels MUST be clear. 
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